


PRODUCT NAME 320S 400S 500S 650S 800S
Application Radiographic and DR

kVp Range 40 - 125 kVp 40-125 kVp 40-150 kVp 40-150 kVp 40-150 kVp

mA Range 10-400 mA 10-500 mA 10-630 mA 10-630 mA 10-1000 mA

mAs Range Non-AEC 0.1-630 mAs 0.1-630 mAs 0.1-630 mAs 0.1-800 mAs 0.1-1000 mAs

Rotor Supply Integrated High Speed and Low Speed

Line Voltage Range/
Phase

1Ø
230 VAC  
+/-10%

230 VAC 
+/-10% N/A N/A N/A

3Ø 230 VAC 
+/-10%

230 VAC 
+/-10%

230 VAC 
+/-10% N/A N/A

3Ø 400/480 VAC 
+/-10%

Auto-Tube Calibration Yes

Exposure Range 0.001 - 10 secs

Anatomical  
Programming (APR) Yes

Buckys 2, standard

Technique Selection APR, standard

kV / mA/ time

kV/ mAs

kV with AEC Option

Sedecal Service  
Software Yes

Documentation Disc

Auxiliary Power 24 VDC @ 10 AMPS / 24 VAC @ 6 AMPS

Membrane Operator 
Console Included

Exposure Hand Switch Included

Pedestal Included

Dimensions/Weight 22.4 (H) x 17.5 (W) x 14.2 (D) inches / 143 lbs

OPTIONS:
DR Interfaces Contact Sales Representative or Customer Service

Mini Console Optional

AEC Interface Optional

Dose Area Product  
(DAP) Interface Optional

Touchscreen Operator  
Console Optional
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